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Formx 10x Lab Scanner

The fastest scan

Maximum scan space

Maximum scanning depth

Technical Specifications

Blind spot scan

Smart scanning with automatic die seating

System Requirements

Camera 2*1.3MP

Accuracy <7um(1S012836) Recommended Configuration:
CPU: Intel i7 13700 or above

Full arch 11s

Memory: 32GB or above

Full arch impression 275
Graphics Card: NVIDIA GeForce
GTX2060 SUPER 8GB or above
Scan area 106*84*60mm
Operating System: Windows 11
Output Format STL. PLY. OB 64-bit
Light Source Blue Light

Texture scanning

True colour scanning

Minimum Configuration:

CPU: Intel i7 10700 or above

Dimension 393%271*274mm Memory: 16GB or above
Weight 9kg Graphics Card: NVIDIA GeForce
GTX1660 6GB or above
RewErSupply bC 24V Operating System: Windows 10
64-bit
Interface USB 3.0

Articulator Scan

Dynamic / static; support articulator transfer



Formx 20x Lab Scanner

The fastest scan

Maximum scan space

Maximum scanning depth

Technical Specifications

Blind spot scan

Smart scanning with automatic die seating

System Requirements

Camera 2*3.0MP
Recommended Configuration:
Accuracy <5um(I1SO12836)
CPU: Intel i7 13700 or above
Full arch 13s
Memory: 32GB or above
Full arch impression 29s Graphics Card: NVIDIA GeForce
GTX2060 SUPER 8GB or above
Scan area 94*89*60mm
Operating System: Windows 11
Output Format STL. PLY. OB it
Light Source Blue Light

Texture scanning

True colour scanning

Minimum Configuration:

CPU: Intel i7 10700 or above

Dimension 393*271*274mm Memory: 16GB or above
Weight 9kg Graphics Card: NVIDIA GeForce
GTX1660 6GB or above
Power Supply DC 24V Operating System: Windows 10
B64-bit
Interface USB 3.0

Articulator Scan

Dynamic / static; support articulator transfer



Formx Lab Scanner
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